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3W puck pockits
The 3W Puck Pockit LED is a true plug-and-play lighting solution.  Can 
be recessed or surface mounted.  120V - no transformer required.

Available in Nickel, Black and now WHITE finish.

•  120V - No Transformer Needed   - Line Voltage
•  3 Watt LED brighter/cooler than Halogen
•  Linkable up to 10 fixtures
•  Dimmable by standard LED wall dimmers (Lutron C-L)
•  Surface or Recess mount
•  Frosted diffuser

Code Description List
LPOC-3W-120L-WBL Linkable, Black $ 79.92
LPOC-3W-120L-WNI Linkable, Nickel 79.92
Lpoc-3W-120L-WWH Linkable, White 79.92

LPOC-3W-120NL-WBL Non-Linkable, Black 79.92
LPOC-3W-120NL-WNI Non-Linkable, Nickel 79.92
Lpoc-3W-120NL-WWH Non-Linkable, White 79.92

120 L - Linkable

* Minus this cord spec for Non-Linkable
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Code Description List

TS2-72 Touch On/Off Switch $ 50.04

RDSW-2M-WH Round Switch, White 18.91

RDSW-2M-BL Round Switch, Black 18.91

HWB-BL-T5 Hardwire Bx, Bl, no switch 17.19

HWB-WH-T5 Hardwire Bx, Wh, no switch 17.24

FPOC-HWB-ADP-WH Adapter for Hardwire Bx 3.79

FPOC-LINKA-25-BL 10" Black Linking Cord 3.95

FPOC-LINKA-60-BL 24" Black Linking Cord 4.95

FPOC-LINKA-120-BL 48" Black Linking Cord 7.12

FPOC-LINKA-180-BL 72" Black Linking Cord 8.91

DVCL-153PH-WH Lutron C-L Wall Dimmer 74.82

3W LED pockit LigHts
Warm White 2700K

Dealer No. A
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Input and output leads are 9"

New
White Finish

New
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Use NL - Nonlinkable for single light or last light in a series.

120 NL
Non-Linkable

Hardwire or Plug In


